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KERN 440

2

Max d

440-21N 40 0,001 0,001 ± 0,003 A 290,– 963-127 65,–

440-21A 60 0,001 0,001 ± 0,003 A 320,– 963-127 65,–

440-33N 200 0,01 0,01 ± 0,02 B 240,– 963-127 65,–

440-35N 400 0,01 0,01 ± 0,03 B 270,– 963-127 65,–

440-35A 600 0,01 0,01 ± 0,03 B 300,– 963-127 65,–

440-43N 400 0,1 0,1 ± 0,2 C 150,– 963-127 65,–

440-45N 1000 0,1 0,1 ± 0,2 C 200,– 963-127 65,–

440-47N 2000 0,1 0,1 ± 0,2 C 220,– 963-127 65,–

440-49N 4000 0,1 0,1 ± 0,3 D 270,– 963-127 65,–

440-49A 6000 0,1 0,1 ± 0,3 D 300,– 963-128 80,–

440-51N 4000 1 1 ± 2 D 130,– 963-127 65,–

440-53N 6000 1 1 ± 2 D 150,– 963-128 80,–

440-55N 6000 0,2 0,2 ± 0,6 D 240,– 963-128 80,–
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Model

KERN

Weighing
range

g

Read-
out

g

Repro-
duci-
bility
g

Linea-
rity

g

Weigh-
ing 
plate

Price €
excl. of VAT,
ex works

OPTION

Certifi-
cate
KERN €

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

OPTION

The bestseller in basic laboratory balances

Certificate
+3 days

Strain
gauge

Years
warranty

Delivery
1 day

Stainless steel weighing plate*Ø 81 mm *Ø 105 mm *130 x 130 mm 

*illustrated,150 x 170 mm 

B

D
C

A

OPTION

only with 
printer e

STANDARD

Backlit LCD 
display 
digit height 15 mm

Rechargeable 
battery pack 

internal, operating time approx. 
20 h, charging time approx. 10 h,
KERN FCB-A01, € 25,–

Protective working cover 
over keyboard and housing, 
standard. Can be reordered € 10,–
For weighing plate sizes

KERN 440-210-002
KERN 440-330-002
KERN 440-450-002
KERN 440-530-002 

A

D
C
B

Battery operation 
possible
Block battery (9 V) not in  -
cluded. AUTO-OFF function
after 3 min without a change
of load to preserve the
 battery, can be  switched off

Data transfer 
e.g. to a printer or
PC

Weighing plate 
ring-shaped draft shield
standard,
Ø 90 mm, height 40 mm 

A

Standard printer
KERN YKB-01N, € 270,–

Label printer
with printout configuration
and barcode function,
KERN YKL-01, € 650,–

eStatistics printer  
KERN YKT-01, € 690,–

For all printers see page 94.
Also see “Individual header
data”.

Technical Data:

Overall dimensions
WxDxH  165x230x80 mm 
Net weight approx. 1,3 kg

Permitted environmental
temperature +5 … +35 ºC 

UNITS Further weighing
units: see the internet
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2

KERN PCB

Delivery
1 day

Years
warranty

Strain
gauge

OPTION

Certificate
+3 days

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

Backlit
LCD display 
digit height 15 mm

Second display
for the table, cable length
approx. 1.5 m. Including
2 data interfaces RS 232 C
for data transfer to printer or
PC, for details see page 89,
KERN YKD-A01, € 105,–

Rechargeable 
battery pack
internal, operating time approx.
48 h, charging time approx. 
8 h. AUTO-OFF  function after
3 min to preserve the battery,
can be switched off,
KERN PCB-A01, € 25,–

Battery operation 
possible
Block battery (9 V) not in  -
cluded. AUTO-OFF function
after 3 min without a change
of load to preserve the
 battery, can be  switched off

Loop for suspended
weighing, not illustrated,
KERN 440-A01, € 10,–

PRE-TARE function 
for manual subtraction 
of a known container 
weight. Useful when
checking loads

Protective working 
cover
over keyboard and housing,
standard. Can be reordered,
€ 10,– 
For weighing plate sizes

KERN PCB-A02
KERN PCB-A03
KERN PCB-A04
KERN PCB-A05

A
B
C
D

OPTION

STANDARD

only with 
printer e
page 21Stainless steel weighing plate*

Ø 81 mm 

Ø 105 mm*

130 x 130 mm*

150 x 170 mm, illu
strated*

D
C

B
A

New models

Price reduction

P
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e
s

The economical solution for the bargain hunter

Technical Data:

Overall dimensions
WxDxH 163x245x79 mm 

Net weight approx. 1,1 kg 

Permitted environmental
temperature
KERN PCB: +5 … +35 °C
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KERN PCB

2

Max d

PCB 100-3 100 0,001 0,001 ± 0,003 0,002 1,1 A 230,– 196,– 963-127 65,–

PCB 160-3 160 0,001 0,001 ± 0,003 0,002 1,1 A 250,– 215,– 963-127 65,–

PCB 250-3 250 0,001 0,001 ± 0,003 0,002 1,1 A 280,– 238,– 963-127 65,–

PCB 200-2 200 0,01 0,01 ± 0,02 0,02 1,1 B 170,– 145,– 963-127 65,–

PCB 400-2 400 0,01 0,01 ± 0,03 0,02 1,1 B 190,– 162,– 963-127 65,–

PCB 1000-2 1000 0,01 0,01 ± 0,03 0,02 1,1 C 230,– 196,– 963-127 65,–

PCB 1600-2 1600 0,01 0,01 ± 0,03 0,02 1,1 C 250,– 215,– 963-127 65,–

PCB 2500-2 2500 0,01 0,01 ± 0,03 0,02 1,4 C 280,– 238,– 963-127 65,–

PCB 10K0.05 10000 0,05 0,05 ± 0,15 0,1 1,7 D 280,– 238,– 963-127 80,–

PCB 400-1 400 0,1 0,1 ± 0,2 0,2 1,1 C 130,– 111,– 963-127 65,–

PCB 1000-1 1000 0,1 0,1 ± 0,2 0,2 1,1 C 150,– 128,– 963-127 65,–

PCB 2000-1 2000 0,1 0,1 ± 0,2 0,2 1,1 C 170,– 145,– 963-127 65,–

PCB 4000-1 4000 0,1 0,1 ± 0,3 0,2 1,1 D 190,– 162,– 963-127 65,–

PCB 6000-1 6000 0,1 0,1 ± 0,3 0,2 1,1 D 210,– 179,– 963-128 80,–

PCB 10000-1 10000 0,1 0,1 ± 0,3 0,2 1,1 D 230,– 196,– 963-128 80,–

PCB 4000-0 4000 1 1 ± 2 2 1,1 D 100,– 85,– 963-127 65,–

PCB 6000-0 6000 1 1 ± 2 2 1,1 D 110,– 94,– 963-128 80,–

Model

KERN

Weighing
range

g

Read-
out

g

Repro-
duci-
bility
g

Linea-
rity

g

Min. piece
weight at
piece count.
g/piece

Net
weight
approx.
kg

Weigh-
ing 
plate

Price €
excl. of VAT, 

ex works

OPTION

Certifi-
cate
KERN €1 St. ab 3 St.

er

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.
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The different components of a mixture can be weighed in with the formula  function. The 
total weight of all the components can be called up for control  purposes. Documentation 
of the mixture is possible with the standard printer KERN YKB-01N r.

Statistics printer, 
KERN YKT-01, € 690,–

Weighing plate B

Weighing plate 
ring-shaped draft shield
standard, Ø 90 mm, height
53 mm

A

Standard printer,
KERN YKB-01N, € 270,–

Label printer, 
with printout configuration
and barcode function,
KERN YKL-01, € 650,–

Weighing plate C For all printers see page 94. Also see “Individual header data”.

Accessories
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KERN KB

Max d e

KB 120-3N 121 0,001 – 0,001 ± 0,003 A 240,– – – 963-127 65,–

KB 200-3N 201 0,001 – 0,001 ± 0,003 A 260,– – – 963-127 65,–

KB 240-3N 241 0,001 – 0,001 ± 0,003 A 270,– – – 963-127 65,–

KB 360-3N 361 0,001 – 0,001 ± 0,003 A 290,– – – 963-127 65,–

KB 1200-2N 1210 0,01 – 0,01 ± 0,03 B 240,– – – 963-127 65,–

KB 2000-2N 2010 0,01 – 0,01 ± 0,03 B 260,– – – 963-127 65,–

KB 2400-2N 2410 0,01 – 0,01 ± 0,03 B 270,– – – 963-127 65,–

KB 3600-2N 3610 0,01 – 0,01 ± 0,03 B 290,– – – 963-127 65,–

KB 10K0.05N 10100 0,05 – 0,05 ± 0,15 C 260,– – – 963-128 80,–

KB 10000-1N 10100 0,1 – 0,1 ± 0,3 C 230,– – – 963-128 80,–

KB 650-2NM 650 0,01 0,1 0,01 ± 0,03 B 340,– 950-116 55,– 963-127 65,–

KB 2000-2NM 2000 0,01 0,1 0,01 ± 0,03 B 380,– 950-116 55,– 963-127 65,–

KB 6500-1NM 6500 0,1 1 0,1 ± 0,3 C 340,– 950-117 70,– 963-128 80,–

KB 10000-1NM 10000 0,1 1 0,1 ± 0,3 C 380,– 950-117 70,– 963-128 80,–

!

!

!

!

Model

KERN

Weighing
range

g

Read-
out

g

Verific.
value

g

Repro-
duci-
bility
g

Linea-
rity

g

Weigh-
ing 
plate

Price €
excl. 
of VAT,
ex works

OPTIONS alternative

Verifi-
cation
KERN €

Certifi-
cate
KERN €

For applications that require verification, please order verification at the same time, initial verification at a later date is not possible.

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.
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Convenient model at a basic price, 
now with EC-Type Approval (M)

! Verification at the factory, we need to know the full address of the location of use.

Price reduction

New models

Freely programmable
weighing unit
e.g. display directly in special
units such as length of
thread g/m, paper weight
g/m2, or similar.

Rechargeable
 battery pack

internal, operating time approx.
30 h, charging time approx. 10 h,
KERN KB-A01N, € 25,–

Precise counting 
The automatic optimi-

sation of reference weight
gradually improves the 
average value of the piece
weight

Weighing plate 
ring-shaped draft shield
standard, Ø 90 mm, 
height 40 mm

A

User guidance
step by step through
Yes/No dialogue on
the backlit  display.

Backlit LCD display
digit height 9 mm

OPTION

STANDARD

only with 
printer e

*

Stainless steel weighing plate*

Ø 81 mm

130 x 130 mm*

150 x 170 mm, illustrated*

C
B

A

Strain
gauge

Years
warranty

Delivery
1 day

Protective working
 cover
over keyboard and housing,
standard. Can be reordered,
€ 10,– 
For weighing plate sizes

KERN PCB-A02
KERN PCB-A04
KERN PCB-A05C

B
A

Technical Data:
Overall dimensions
WxDxH 165x230x80 mm
Net weight approx. 1,5 kg
Permitted environmental
temperature +10… +40 °C

*only Model KB-N

Certificate
+3 days

Verification
+7 days

FACTORY

OPTION

e

Standard printer
KERN YKB-01N, € 270,–
Statistics printer
KERN YKT-01, € 690,–
Label printer
KERN YKL-01, € 650,–
For all printers see page 94.
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KERN 572·573

2

Max d e

572-30 241 0,001 – 0,001 ± 0,003 2,3 A 380,– – – 963-127 65,–

572-31 301 0,001 – 0,001 ± 0,003 2,3 A 390,– – – 963-127 65,–

572-32 421 0,001 – 0,001 ± 0,003 2,3 A 420,– – – 963-127 65,–

572-33 1610 0,01 – 0,01 ± 0,03 2,3 B 360,– – – 963-127 65,–

572-35 2410 0,01 – 0,01 ± 0,03 2,3 B 370,– – – 963-127 65,–

572-37 3010 0,01 – 0,01 ± 0,03 2,3 B 380,– – – 963-127 65,–

572-39 4210 0,01 – 0,01 ± 0,03 2,3 B 430,– – – 963-127 65,–

572-45 12100 0,05 – 0,05 ± 0,15 2,7 C 380,– – – 963-128 80,–

572-43 10100 0,1 – 0,1 ± 0,3 2,7 C 350,– – – 963-128 80,–

572-49 16100 0,1 – 0,1 ± 0,3 2,7 C 360,– – – 963-128 80,–

572-55 20100 0,05 – 0,05 ± 0,15 2,7 C 430,– – – 963-128 80,–

572-57 24100 0,1 – 0,1 ± 0,3 2,7 C 380,– – – 963-128 80,–

573-34NM 650 0,01 0,1 0,01 ± 0,02 2,7 B 450,– 950-116 55,– 963-127 65,–

573-36NM 2000 0,01 0,1 0,01 ± 0,03 2,7 B 480,– 950-116 55,– 963-127 65,–

573-46NM 6500 0,1 1 0,1 ± 0,2 2,7 C 450,– 950-117 70,– 963-128 80,–

573-56NM 20100 0,1 1 0,1 ± 0,3 2,7 C 480,– 950-117 70,– 963-128 80,–

!

!

!

!

!

Model

KERN

Weighing
range

g

Read-
out

g

Verific.
value

g

Repro-
duci-
bility
g

Linea-
rity

g

Net
weight
approx.
kg

Weigh-
ing 
plate

Price €
excl. 
of VAT, 
ex works

OPTIONS alternative

Verifi-
cation
KERN €

Certifi-
cate
KERN €

For applications that require verification, please order verification at the same time, initial verification at a later date is not possible.

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.
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All-rounder e.g. as laboratory, counting or check-
ing balance, now with EC-Type Approval (M)

Verification at the factory, we need to know the full address of the location of use.

Delivery
1 day

robust
metal housing

Standard printer 
KERN YKB-01N, € 270,–

Label printer
KERN YKL-01, € 650,–

eStatistics printer
KERN YKT-01, € 690,–
For all printers see page 94.

Glass draft shield
with 3 sliding doors left,
right and top.
Weighing space WxDxH
150x140x130 mm, 
for models with d = 0.001 g,
KERN 572-A05, € 140,–

Weighing plate 
ring-shaped draft shield
standard, Ø 160 mm, height
60 mm

A

Protective working
 cover over keyboard and 
housing, standard. 
Can be reordered,
KERN 572-A02, € 10,–

only 572:
Rechargeable battery

pack external, operating time app-
rox. 50 h, charging time approx. 10 h,
KERN KS-A01, € 135,–

Large LCD 
display
digit height 
18 mm572 only:

Freely programmable
weighing unit
e.g. display directly in speci-
al units such as the length 
of thread g/m, paper weight
g/m2, or similar.

Stainless steel weighing plate

Ø 105 mm

Ø 150 mm

160 x 200 mm, abgebildet

C
B

A

Price reduction

New models

Improved readout

OPTION

Certificate
+3 days

Verification
+7 days

Strain
gauge

Years
warranty

573
only

only with 
printer e

572
only

572
only

only for non-
verified models

STANDARD

Technical Data:

Overall dimensions
WxDxH 180x310x90. 
Net weight approx. 4 kg 

Permitted environmental
temperature +10… +40°C

UNITS Further weighing
units (only 572): 
see the internet.

FACTORY

OPTION
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2

KERN EWB

Max d e

EWB 220-2M 220 0,01 0,01 0,01 ± 0,01 A 400,– 950-116 55,– 963-127 65,–

EWB 620-2M 620 0,01 0,1 0,01 ± 0,01 A 430,– 950-116 55,– 963-127 65,–

EWB 1200-1M 1200 0,1 0,1 0,1 ± 0,1 B 400,– 950-116 55,– 963-127 65,–

!

!

!

!

Model

KERN

Weighing
range

g

Read-
out

g

Verific.
value

g

Repro-
duci-
bility
g

Linea-
rity

g

Weigh-
ing 
plate

Price €
excl. 
of VAT, 
ex works

OPTIONS alternative

Verifi-
cation
KERN €

Certifi-
cate
KERN €

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

Verifiable entry level model in the upper 
laboratory class with EC-Type Approval (M)
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s

Certificate
+3 days

FACTORY

OPTION

OPTION

Verification
+7 days

Tuning fork 
principle

Years
warranty

Delivery
1 day

Price reduction

Stainless steel weighing plate

Ø 140 mm, illustrated

170 x 140 mm
B

A

STANDARD

Rechargeable 
battery pack
internal, operating time

 approx. 32 h, charging time
approx. 10 h, charge con diti-
on indicator on display, 
KERN EWB-A01, € 100,–

Protective working
 cover
over keyboard and housing,
standard. Can be  reordered,
KERN EG-A05, € 10,–

OPTION

Weighing with         
tolerance range

(checkweighing)
Input of one upper and 
lower limit value is possible
in grams, pieces or %. A 
visual signal on the display
helps with the dispensing 
or  grading

Capacity display 
a bar graph shows the
 current available weighing
range

Precise counting 
The automatic optimi-

sation of reference weight
gradually improves the 
average value of the piece
weight

Loop for suspended
weighing
not illustrated,
KERN EG-A07, € 18,–

Weighing plate B

Verification at the factory, we need to know the full address of the location of use.

Large LCD display
digit height 17 mm

Very fast display 
steady weight values within
2 sec Technical Data:

Overall dimensions
WxDxH 182x235x75 mm 

Net weight approx. 2,9 kg

Permitted environmental
temperature +10…+30 °C

UNITS Further weighing
units: see the internet
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KERN EW

2

Max d e

EW 150-3M 150 0,001 0,01 0,002 ± 0,003 A 510,– 950-116 55,– 963-127 65,–

EW 600-2M 600 0,01 0,1 0,01 ± 0,02 B 470,– 950-116 55,– 963-127 65,–

EW 1500-2M 1500 0,01 0,1 0,01 ± 0,02 B 520,– 950-116 55,– 963-127 65,–

EW 3000-2M 3000 0,01 0,1 0,01 ± 0,02 B 610,– 950-116 55,– 963-127 65,–

EW 6000-1M 6000 0,1 1 0,1 ± 0,2 C 520,– 950-117 70,– 963-128 80,–

!

!

!

!

!

!

Model
KERN

Weighing
range

g

Read-
out

g

Verific.
value

g

Repro-
duci-
bility
g

Linea-
rity

g

Weigh-
ing 
plate

Price €
excl. 
of VAT, 
ex works

OPTIONS alternative

Verifi-
cation
KERN €

Certifi-
cate
KERN €
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Only one
option

possible

OPTION

STANDARD

Rechargeable 
battery pack internal,

operating time approx. 32 h, char-
ging time approx. 12 h. AUTO-OFF
function after 3 min to preserve the
battery, can be switched off,
KERN EW-A02, € 100,–

Data interface 
KERN EW-A01, € 90,–

Verifiable gold and laboratory balance 
with EC-Type Approval (M)

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

Stainless steel weighing plateØ 110 mm Ø 140 mm 

illustrated, 172 x 142 mm 
B
A

C

Large LCD display
digit height 19 mm

Glass draft shield with
3 sliding doors left, right and
on top. Weighing space 
WxDxH  150x140x130 mm,
for KERN EW 150-3M,  
EG-A01, € 140,– 

Standard printer
KERN YKB-01N, € 270,–

Statistics printer
KERN YKT-01, € 690,–

For all printers see page 94.
Both only in connection with
an optional data interface

Weighing plate B

Weighing plate 
ring-shaped draft shield
standard, Ø 160 mm, 
height 60 mm

A

Protective working 
cover
over keyboard and  housing,
standard. Can be reordered,
KERN EG-A02, € 10,–

Capacity display
a bar graph shows the
 current available weighing
range

Certificate
+3 days

FACTORY

OPTION

OPTION

Verification
+7 days

Tuning fork 
principle

Years
warranty

Delivery
1 day

Verification at the factory, we need to know the full address of the location of use.

Technical Data:

Overall dimensions
WxDxH 177x230x88 mm 

Net weight approx.1,7 kg

Permitted environmental
temperature +10…+30 °C
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2

KERN PLS·PLJ

N S

Certificate
+3 days

OPTION

Strain
gauge

Years
warranty

Delivery
1 day

STANDARD

only PLJ:
Automatic inter-

nal adjustment
Time-controlled or when
there is a change in tempe-
rature >1.5°C

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

Backlit LCD display
with digit height 17 mm

Stainless steel weighing plate

Ø 110 mm

Ø 160 mm, illustrated 

B
A

Ergonomically 
optimised keypad 
for left and right-handed
users

Density determination
of liquids and solids with 
immediate display of the
density on the display.
Accessories for this product: 
Board for suspended 
weighing, see page 27

PRE-TARE function 
for manual deduction of a
known container weight.
Useful for checking fill-levels

Protective working 
cover over keyboard
and housing
standard. Can be reordered,
KERN PLJ-A01, € 10,-Precise counting 

The automatic optimisation
of reference weight gradually 
improves the average value
of the piece weight

Percentage determina-
tion makes it possible to
store a given weight value
(100%) and to determine 
deviations from this target
value in %

Quantity/Weight
Switchover at the press of
a button

Weighing with 
tolerance range 
Input of an upper/lower 
limit value. A visual 
signal assists with portion 
division, dispensing or 
grading

Ring-shaped glass 
draught shield
standard for all models with
weighing plate size .
Removable metal cover 
with pipette opening. 
Weighing space Ø 150 mm,
height 60 mm

A

el-
.

Hook for suspended
weighing to weigh hanging
loads, not illustrated, 
KERN PLJ-A02, € 10,–

Excellent performance at a very 
reasonable price
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Technical Data:

Overall dimensions
Weighing plate
WxDxH  210x340x160 mm
Weighing plate
WxDxH  210x340x100 mm

Net weight approx. 4,5 kg

Permitted environmental
temperature +5 … +35 °C

UNITS Further weighing
units: see the internet

B

A

* Available
from May 2009

only with
printer e

Verification
+7 days

FACTORY

OPTION

models with 
A add-on only

PLJ
only

Force
compensation
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KERN PLS·PLJ

Max d e

PLS 310-3F 310 0,001 – 0,002 ± 0,003 0,005 A 370,– – – 963-127 65,–

PLS 510-3A 510 0,001 – 0,001 ± 0,002 0,005 A 620,– – – 963-127 65,–

PLS 720-3A 720 0,001 – 0,001 ± 0,002 0,005 A 650,– – – 963-127 65,–

PLS 1200-3A* 1200 0,001 – 0,001 ± 0,002 0,005 A 750,– – – 963-127 65,–

PLS 1200-3DA 720 |
1200

0,001 |
0,01

– 0,001 |
0,01

± 0,002 |
± 0,02

0,005 A 690,– – – 963-127 65,–

PLS 3100-2F* 3100 0,01 – 0,02 ± 0,03 0,05 B 380,– – – 963-127 65,–

PLS 4200-2A* 4200 0,01 – 0,01 ± 0,02 0,005 B 630,– – – 963-127 65,–

PLS 6200-2A* 6200 0,01 – 0,01 ± 0,02 0,05 B 650,– – – 963-128 80,–

PLS 6200-2DA 4200 |
6200

0,01 |
0,1

– 0,01 |
0,1

± 0,02 |
± 0,2

0,05 B 640,– – – 963-128 80,–

PLJ 510-3AM* 510 0,001 0,01 0,001 ± 0,002 0,005 A 730,– 950-116 55,– 963-127 65,–

!

!

Model
KERN

Weighing
range

g

Read-
out

g

Verific.
value

g

Repro-
duci-
bility
g

Linea-
rity

g

Min. piece
weight at
piece count.
g/piece

Weigh-
ing 
plate

Price €

excl. 
of VAT, 
ex works

OPTIONS alternative

Verifi-

cation

KERN €

Certifi-

cate

KERN €

For applications that require verification, please order verification at the same time, initial verification at a later date is not possible.

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.

Accessories

cause the weighing result to
be distorted by up to a
gramme. 
Therefore, when weighing in
milligrammes or even smal-
ler increments, we recom-
mend neutralising the elec-
trostatic charge with the
KERN AC-Korona discharge
ioniser. 

With the mount supplied
with the ioniser, it can be po-
sitioned conveniently next to
the balance or you can ma-
nually direct it from all sides
onto a particular item to be
weighed.
For additional information
see page 37,
KERN YBI-01, € 710,–

Ioniser to neutralise
electrostatic charge
Goods to be weighed which
are non-conductive, such as
plastic, china, glass, etc of-
ten carry electrostatic char-
ge. The electromagnetic
field which then occurs bet-
ween the goods to be weig-
hed and the balance can

Your 
advantages
• Typing errors during ma-

nual transfer, for example,
are avoided

• Laboratory software in 
accordance with GLP

KERN SCE-3.0, free of
charge, please refer
to KERN website
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Verification at the factory, we need to know the full address of the location of use.

For all printers see page 94. See also “Individual header data”

e
Statistics printer 
KERN YKT-01, € 690,–

Standard printer,
KERN YKB-01N, € 270,–

Label printer, 
with print image formatting
and barcode function,
KERN YKL-01, € 650,–

Board for suspended
weighing, made of alu-
minium, with adjustable 
lower plate, 4 foot screws,
WxDxH 350x290x370 mm,
KERN 904-101, € 310,–

Balance Connection
Software for the direct trans-
fer of weighing data to Win-
dows applications (Windows
98, XP)
• Transfer via RS 232 to the

PC, e.g. in MS Excel 
• Transfer at the press of a

button or on a time-con-
trolled basis

• Date and time can be gi-
ven each time

• The appropriate interface
cable is available separa-
tely, 
KERN 572-926, € 46,–

FOR FREE
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KERN EW-N·EG-N

Weighing with
tolerance range

(checkweighing)
Input in grams, pieces or %
possible. A visual signal in
the display helps with the
 dispensing or grading

Precise counting 
The automatic optimi-

sation of reference weight
gradually improves the average
value of the piece weight

OPTION

STANDARD

EG-N
only

only EW-N
not verified

only with
printer e

OPTION

Certificate
+3 days

FACTORY

OPTION

Verification
+7 days

Tuning fork 
principle

Years
warranty

Delivery
1 day

Top of the range cost-effectiveness,
with EC-Type Approval (M)

Order-Hotline: +49-74 33-99 33-0. Delivery through authorized KERN retailer only.
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Ø 118 mm, illustrated
170 x 142 mm
180 x 160 mmC

B
A

Loop for suspended
weighing
For weighing plate sizes

, KERN EG-A07, € 18,–
, KERN EG-A08, € 18,–CA

BA

Rechargeable 
battery pack 

internal, operating time 
approx. 32 h, charging 
time approx. 12 h, charge
con dition indicator on 
display. For model
Max ≤ 820 g, 600 ct
KERN EG-A04, € 100,–
Max ≥ 2200 g
KERN EG-A06, € 100,–

EG-N only:
Internal rotary adjust-
ment control (CAL) on the
side. Guarantees high
 degree of accuracy and
 makes the location irrelevant

Draft shield standard for
all models with weighing
plate size . Removable
 cover with opening for using
a pipette. Weighing space 
WxDxH  158x130x78 mm. 

B

Capacity display 
a bar graph shows the current
available weighing range 

Protective working 
cover
over keyboard and housing,
standard. Can be reordered,
for weighing plate sizes:

, KERN EG-A05, € 10,–
, KERN EG-A09, € 10,–

A
CA
B

Large LCD display
digit height 16 mm

Technical Data:

Overall dimensions
(without draft shield) – :
WxDxH 182x235x75 mm 
with weighing plate size :
WxDxH 192x265x87 mm 

Permitted environmental
temperature +10 … +30 °C

* Verification class     I

C

BA


